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DIMMERS WITH WIRED 0-10V CONTROL.

ALWAYS INSTALL DEVICES IN ACCORDANCE WITH

0-10V
LoV LOCAL ELECTRICAL CODES AND REGULATIONS
IP710-DLX OR OTHER
0-10V DIMMING SIGNAL
]
N + [}
[}
;ro]; LOW ' HIGH
Lo VOLTAGE | VOLTAGE
L WIRING | WIRING
I — | 1
TWO-WIRE !
MOT IN+ CONTROL
INTERFACE. ANY 12VDC OR
+
CTL IN+ (+) SAVDC
OuT+ | () | DIMMABLE LED
,, oUT- FIXTURE UP TO
— 5 AMPS
NWO-DO2FP 8-28 VDC Il\|l+
RED +12VDC OR 24VDC OUT (+)| 24VDC POWER | WHITE NEUTRAL
SUPPLY
MOT IN+ BREAKER PANEL
CTLINT (+)| ANY 12vDC OR
24VDC
OuT+ | () | DIMMABLE LED
= ouT- | FIXTURE UP TO
— 5 AMPS
NWO-DO2FP 8-28 VDC IN+
RED +12VDC OR 24VDC OUT (+)| 24VDC POWER
SUPPLY
MOT IN+
ANY 12VDC OR
+
CTL IN+ (+) 24VDC
OuT+ | () | DIMMABLE LED
OuT- | FIXTURE UP TO

IN-
NWO-D02FP 8-28 VDC IN+

5 AMPS

BLACK COMMON (-) | ANY 12VDC OR

RED +12VDC OR 24VDC OUT (+)| 24VDC POWER

SUPPLY

Copyright 2009 ILLUMRA www.ILLUMRA.com
Sales@ILLUMRA.com Info@ILLUMRA.com T: (801) ™
349-1200 F: (801) 653-4257 ILLLIMRA

SELF-POWERED WIRELESS CONTROLS




