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CONTROL OUTPUT

COMMON

ANY 3-WIRE 24VDC SENSOR

+24VDC

OFF

ANY 
8-28VDC 
POWER 
SOURCE

TIMER OR 
AUTOMATION 
CONTROLLER

E3R-120-TSTCP

E3R-MRCFP-13

E3R-R12-5IBBP

E3R-R12-5IBBP

E3R-R12GP

TELEVISION OR OTHER APPLIANCE

THERMOSTAT

HVAC / PTAC UNIT

LIGHT FIXTURE

OR

E3R-MRCFP-04

MULTIPLE 
LIGHTING 
ZONES

HVAC / PTAC UNIT

THE SLT SENDS WIRELESS 
CONTROL SIGNALS TO ILLUMRA 
RECEIVERS.  ILLUMRA RECEIVERS 
ARE DESIGNED TO CONTROL 
LIGHTING LOADS, HVAC LOADS, 
MOTORS, AND OTHER 
APPLIANCES.

LOW VOLTAGE WIRING.

THE INPUT TERMINALS ON THE 4-CHANNEL SLT CAN 
ACCEPT OUTPUT SIGNALS FROM A WIDE VARIETY OF 
DEVICES.  SOME EXAMPLES ARE SHOWN HERE.  
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WIRELESS
CONTROL
SIGNAL 
UP TO
150 FT.

OPTIONAL: 
BATTERY-FREE, 
WIRELESS SWITCHES 
CAN ALSO CONTROL 
THE LOADS.

E3T-S1AWH E3T-S2AWH

WIRELESS CONTROL SIGNAL UP TO 150 FT.

ANY DC POWER SOURCE WHOSE 
MAXIMUM DC VOLTAGE IS LESS THAN 
THE VOLTAGE USED TO POWER THE 
E3T-MICFP-40
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