
DISABLE INDOOR A/C UNIT WHEN GUESTS ARE NOT IN THEIR HOTEL ROOM

ALWAYS INSTALL DEVICES IN ACCORDANCE WITH LOCAL ELECTRICAL REGULATIONS.
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WHEN GUEST ARRIVES IN THEIR ROOM, THEY INSERT THEIR KEY CARD INTO THE 
KEY CARD SWITCH.  THE KEYCARD SWITCH TRANSMITS A CONTROL SIGNAL TO THE 
WIRE-IN RELAY, WHICH ACTIVATES THE INDOOR A/C UNIT.

WHEN THE GUEST LEAVES THE ROOM, THE A/C UNIT IS DEACTIVATED.

E3R-R12-5IBBP

INDOOR A/C UNIT
WITH FAN AND COIL

E3T-C1AWH

KEY CARD SWITCH

WIRELESS
CONTROL
SIGNAL 
UP TO
150 FT.

OUTDOOR COMPRESSOR UNIT
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HIGH VOLTAGE WIRES SUPPLYING ELECRICITY TO INDOOR A/C UNIT

HIGH VOLTAGE WIRES SUPPLYING 
ELECRICITY TO THE ILLUMRA E3R-R12-5IBBP 
MUST BE CONNECTED TO 120VAC

COOLANT PIPES

BREAKER PANEL

HIGH VOLTAGE WIRES 
SUPPLYING ELECRICITY TO 
OUTDOOR COMPRESSOR UNIT
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120VAC

SWITCHED HIGH-VOLTAGE CONTROL WIRE FROM INDOOR UNIT BACK TO OUTDOOR UINT
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